Application No. 10/535,308 

Reply to Office Action of June 19, 2007 

IN THE CLAIMS 
Please amend the claims as follows: 

Claim 1 (Currently Amended): An in-vehicle apparatus configured to display which 
dioplayo at least a map relating to navigation and video content from a plurality of sources, 
charact e riz e d in that comprising : 

a display configured 

to switch, when displaying said map, the display of said map to a display of video 
content, in a otato of diaplaying said map, when a sovurce operator for switching said sources 
is oporatod. operated: tho display of said map io owitohod to a dioplay of vidoo content, 

to sequentially and cyclically switch, when displa ying said video content, between 
playback target sources of said plurality of sources, in a state of diaplaying ooid vidoo 
content, when said source operator is operated oporatod, tho dioplay of tho mdoo content is 
switohod by soquontially and cyclically sv v dtching playback torgot oourooo in said plurality of 
sourcos, 

to switch, when displaying said video content, the dis play of said video content to the 
dis play of said map in a state of displaying said vidoo cont e nt , when a map operator for 
instructing displaying of said map is operated: , tho display of said vidoo content io ov.dtched 
to tho display of said map, and 

to switch, when displaying said map, the d isplay of said map to the display of said 
video content in a state of displaying said map, when said map operator is operated, 

wherein a first display bar is displayed on th e display and includes information about 
said map and a second display bar is displ a ved on the display and includes information about 

said video content, and 

the first dis play bar and the second display b a r are displayed at a lower edge and an 
u pper edge of the display of the display, re spectively or the first display bar and the second 
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display bar are displayed at the upper edge and the lower edge of the display, respectively. 
operat e d, the display of said map Ig switchod to th e display of said vidoo cont e nt. 

Claim 2 (Currently Amended): The in-vehicle apparatus of as claim e d in claim 1, 
charactorizod in that wherein : 

the display of said map, the display of said video content and a dual screen display in 
which the display of said map and the display of said video content are arranged [[are]] and 
sequentially and cyclically switched by an operation of a display switching operator. 

Claim 3 (Currently Amended): The in-vehicle apparatus as claimed in of claim 2, 
rhnrfioteriy:Qd in that further comprising : 

a setting unit configured to set s o tting o f a size of a region for displaying said map 
and/or a size of a region for displaying said video content in said dual screen display is 
accept e d , and 

the display i s confi gured to form said dual screen display is formed depending based 
on said setting. 

Claim 4 (Currently Amended): The in-vehicle apparatus as claimed in of claim 3, 
chnmcterizod in that wherein : 

said sotting size of the region for displaying said vid eo content is accepted for each of 

said sources, and 

the display is configured to form said dual screen display is formed depending based 
on a setting corresponding to each source. 
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Claim 5 (Currently Amended): The in- vehicle apparatus as claimed in of claim 4, 
charact e riz e d in that further comprising : 

a recoring unit configured to record, whether or not an immediately preceding display 
was said dual screen displa y, the immediately preceding display is record e d and h e ld for each 
of said sources[[,]] 

upon dioplaying of each oource by aaid oourco operator, said video content or said 
dual scr e en display is soleotively displayed depending on the r e cord . 

Claim 6 (Withdrawn): An in-vehicle apparatus which accepts a selection from a 
hierarchical menu to provide content in accordance with an operation through a touch panel 
and an operation through a remote commander, characterized in that: 

said remote commander includes: 

a focus switching operator which switches a focus in a menu of a same 

hierarchy; 

a hierarchy upward operator which instructs switching of the focus to an upper 
hierarchy; and 

a selecting operator which instructs selecting of a focused menu, 
said in-vehicle apparatus displays an upper hierarchy menu relating to said 
hierarchical menu and a lower hierarchy menu corresponding to a selection among said upper 
hierarchy menu simultaneously, 

in the operation through said touch panel, 

a selection regarding both of said upper hierarchy menu and said lower 
hierarchy menu configured to be displayed simultaneously, and 
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a display of said lower hierarchy menu is switched to a menu corresponding to 
a selected upper hierarchy menu in accordance with a selection of said upper 
hierarchy menu, and 

in the operation through said remote commander, 

after switching the focus from said lower hierarchy to the upper hierarchy 
corresponding thereto by an operation of said hierarchy upward operator, the focus is 
switched in said upper hierarchy menu by an operation of said focus switching 
operator, and 

the display of said lower hierarchy menu to a display of a menu corresponding 
to said upper hierarchy menu focused by an operation of said selecting operator. 

Claim 7 (Withdrawn): The in-vehicle apparatus as claimed in claim 6, characterized 

in that: 

in a case where said upper hierarchy or lower hierarchy menu is beyond display in a 
displayable area, a menu instructing scrolling is additionally displayed, 

in the operation through said touch panel, said menu beyond display is displayed by 
scroUing by an operation of said menu instructing scrolling, and 

in the operation through said remote commander, said menu beyond display is 
displayed by scrolling by the operation of said focus switching operator. 

Claim 8 (Withdrawn): The in-vehicle apparatus as claimed in claim 6, characterized 

in that: 

said focus switching operator and said selecting operator function as a press-operable 
rotary operator. 
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the Operation of said focus switching operator is a rotational operation of said rotary 
operator, and 

the operation of said selecting operator is a pressing operation of said rotary operator. 

Claim 9 (Withdrawn): An in- vehicle apparatus having at least a navigation function 
and a content provision function and switching action by an operation of a remote 
commander, characterized in that: 

said remote commander includes: 

a main rotary operator which is at least press-operable and a main backward 

operator which instructs to go back to an original condition from a condition set by 

said main rotary operator, provided on a main operation surface; and 

a sub rotary operator which is at least press-operable and a sub backward 

operator which instructs to go back to an original condition from a condition set by 

said sub rotary operator, provided on a side surface of said main operation surface, 

and 

said in-vehicle apparatus: 

displays a menu relating to switching action between said navigation function 
and said content provision function to accept operations of said main rotary operator 
and said main backward operator, and 

accepts an operation relating to said content provision function among the 
operation accepted via said main rotary operator and said main backward operator 
also via operations of said sub rotary operator and said sub backward operator. 

Claim 10 (Withdrawn): The in-vehicle apparatus as claimed in claim 9, characterized 

in that: 
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said content is music content, and 

the music content to be provided to a user is switched by the operation of said sub 
rotary operator. 

Claim 1 1 (Withdrawn): The in-vehicle apparatus as claimed in claim 10, 
characterized in that: 

a list of music content providable to said user is displayed by a pressing operation of 
said sub rotary operator, and 

a focus is switched in said Ust by a rotational operation of said sub rotary operator 
while said list is displayed, and the music content focused is provided to said user by a 
pressing operation of said sub rotary operator. 

Claim 12 (Currently Amended): A» A content providing method in an apparatus 
which displays at least a map relating to navigation and video content from a plurality of 
sources, said method comprising: charact e rized in that: 

in n rt?^^ nf Hirplnyng r.nid map, switching, when d is plavine said map, the display of 
said map to a displav of video content, when a source operator for switching said sources is 
operated: operated, the display of said map is owitchod to a display of video content, 

i n a gtato of disp^^'j^'^C '^'^''^ ^"''^"^ nnntant. switching sequen t ially and cvcUcally, when 
displaying said video content, between playback target sou rces of said plurality of sources, 
when said source operator is operated: operated, the display of the video content is switched 
by sequentially and cychcally switching playback target sources in said plurality of sourc e s, 

in a Gtntr of rli^p^^'j^":: ^^^^ mntent. switching, when displaying said video 
content, the d is plav of said video content to the disp lav of said map, when a map operator for 
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instructing displaying of said map is operated ; , the display of said vid e o content is switch e d 
to the display of said map, and 

switching, when displaying said map, the display of said map to the display of said 
video content in a state of displaying said map , when said map operator is operated, th e 
rlir . p1ny nf r.niri mnp ir , nwitchod to th e display of said video cont e nt, operated; 

displaying a first display bar that displays information about said map; and 
displaying a second display bar that displays information about said video content, 
wherein the first display bar and the second display bar are displayed at a lower ed ge and an 
u pper edge of the display of the display, respectively or the first disp lay bar and the second 
display bar are displayed at the upper edge and the lower edge of the display, respectively. 

Claim 13 (Withdrawn): A content providing method in which a selection from a 
hierarchical menu is accepted to provide content in accordance with an operation through a 
touch panel and an operation through a remote commander, characterized in that: 

said remote commander includes: 

a focus switching operator which switches a focus in a menu of a same 

hierarchy; 

a hierarchy upward operator which instructs switching of the focus to an upper 
hierarchy; and 

a selecting operator which instructs selecting of a focused menu, 
said content providing method allows to display an upper hierarchy menu relating to 

said hierarchical menu and a lower hierarchy menu corresponding to a selection among said 

upper hierarchy menu simultaneously, 

in the operation through said touch panel. 
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a selection regarding both of said upper hierarchy menu and said lower 
hierarchy menu configured to be displayed simultaneously, and 

a display of said lower hierarchy menu is switched to a menu corresponding to 
a selected upper hierarchy menu in accordance with a selection of said upper 
hierarchy menu, and 

in the operation through said remote commander, 

after switching the focus from said lower hierarchy to the upper hierarchy 
corresponding thereto by an operation of said hierarchy upward operator, the focus is 
switched in said upper hierarchy menu by an operation of said focus switching 
operator, and 

the display of said lower hierarchy menu to a display of a menu corresponding 
to said upper hierarchy menu focused by an operation of said selecting operator. 

Claim 14 (Withdrawn): A content providing method in an apparatus having at least a 
navigation function and a content provision function and switching action by an operation of 
a remote commander, characterized in that: 

said remote commander includes: 

a main rotary operator which is at least press-operable and a main backward 

operator which instructs to go back to an original condition from a condition set by 

said main rotary operator, provided on a main operation surface; and 

a sub rotary operator which is at least press-operable and a sub backward 

operator which instructs to go back to an original condition from a condition set by 

said sub rotary operator, provided on a side surface of said main operation surface, 

and 

said in-vehicle apparatus: 
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displays a menu relating to switching action between said navigation function 
and said content provision function to accept operations of said main rotary operator 
and said main backward operator, and 

accepts an operation relating to said content provision function among the 
operation accepted via said main rotary operator and said main backward operator 
also via operations of said sub rotary operator and said sub backward operator. 

Claim 15 (New): The in- vehicle apparatus of claim 1, wherein: 
the second display bar corresponds to a touch screen, that when touched, generates at 
least one control command to control the video content. 
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